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SWIMMING POOL LINING

Quality and confi dence for more than 40 years



Developed over 40 years ago, DLW delifol has been 
installed into more than 200,000 private and public pools 
throughout Europe and North America. This vast experi-
ence, the strength of the material and the confi dence of 
architects, designers and pool builders, is your guarantee 
of satisfaction.

The tough, 1.5 mm thick PVC membrane is reinforced with 
a strong woven webbing, set into the material during 
ma  nu facture, this gives it the stability to resist stretching 
under the extreme pressure of the water. 

Every stage of the production process is closely moni-
tored to produce the highest quality material possible. 
With the perfect balance to protect if from harmful 
UV and the extremes of weather and temperature, 
DLW delifol stay supple enough to be laid into the 
most challenging of pool shapes. 

An anti-bacterial agent helps to protect the material from 
harmful bacteria and algae, both on top and behind the 
lining. DLW delifol complies with and in many cases 
exceeds, all European and American guidelines and 
recommendations regarding its production and use in 
swimming pools. The textured non-slip material, available 
in 8 plain colours, provides extra safety on step treads, 
ledges and shallow pools.

DLW delifol can be laid onto any existing pool surface 
without any extra preparation. An underlay is laid to 
protect the material and to extend its usable life. The 
underlay smooths out any small imperfections in the 
pool surface and along with a little insulation, provides 
a com-for table, soft fi nish for bathers. The material is 
laid and fi xed into position before the over-lapping 
seams are joined and sealed using hot-air welding tools. 
After thoroughly checking the integrity of the seams, 
a liquid PVC sealant is used as a fi nal fi nish to form the 
one-piece water-proof membrane.

DLW delifol reinforcement

DLW delifol lining DLW delifol underlay
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With any combination of the 8 plain colours and 6 
vibrant patterns, and with the fl exibility of the delifol 
system, you can design your pool to perfectly compli-
ment its surroundings. The 4 bright, primary colours 
will allow you to truly personalize your pool with a fun 
motif or something of your own design. Whether a cool 
inviting azur blue, a tropical caribic green or a desert 
island sand, feel free to design the pool that you know 
will give you plea sure for years to come.
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NGD mosaic aqua

Mosaic aqua and mosaic terra 

are faithful reproductions of traditional 
glass mosaics.

NGD mosaic  

NGD mosaic terra



NGD blue

NGD blue stone

NGD caribic 

Proud of its reputation, DLW delifol pays very close 
attention to the quality of all aspects of their material, 
from production to installation.
The patterns are produced with PVC based inks that 
“become one” with the base material. This exclusive 
process ensures the highest quality and the most 
durable print possible for a pool environment.



Make DLW delifol your fi rst choice, for refurbishment 
or your new pool. 

• available in many colours and designs

• quickly installed

• reassuringly durable

• inexpensive

• can be installed into any shape or 

 size of pool



We offer two special cleaning agents for the cleaning 
of your swimming pool:

•  DLW deliclean is a powerful, non-abrasive cleaner 
to keep the water-line sparkling clean.

•  DLW delicalc is an intensive cleaner that will remove 
the most stubborn limestone and sediment deposits 
and is very effective at reducing rust stains.

Special swimming pool cleaner



Headquarters
Armstrong DLW AG
Stuttgarter Straße 75
D-74321 Bietigheim-Bissingen
Tel: +49 (0)714271 292
Fax: +49 (0)714271 660
delifol@armstrong.com

Contact of your local agent:

Agent for UK / Ireland
B. Haythorne Ltd.
Rotherham, S. Yorkshire
Hastings, East Sussex
Tel: +44 (0)1424 200882
Fax: +44 (0)1424 200882
info@bhaythorne.co.uk

Agent for USA
Bradford Products LLC
710 Sunnyvale Drive
Wilmington, NC 28412
Tel: +1 (0)910791 2202
Fax: +1 (0)910791 2449
delifol@bradfordproducts.com

DLW delifol – Technical data
Standard, Type Unit NG/NGD/NGC NGP Tolerance

DLW delifol

Thickness DIN EN ISO 22286-3 mm 1.5 1.9 + 0.2/- 0.15

Integrated fabric yes yes

Weight per area DIN EN ISO 22286-2 kg /m2 1.75 1.9 - 0.1/+ 0.2

Tensile strength DIN 53354, longitudinal/transverse N/5 cm >2300/>1900 >2300/>1900

Elongation at break DIN 53354, longitudinal/transverse % >15/>23 >20/>25

Tear propagation resistance DIN 53363, longitudinal/transverse N >400/>500 >400/>500

Separation resistance DIN 53357, longitudinal/transverse N/5 cm >120/>110 >140/>120

Dimensional change DIN 53377, longitudinal/transverse % ≤ 0.25/≤ 0.2 ≤ 0.25/≤ 0.2

Resistance to cold DIN 53361 °C - 30 - 30

Light-fastness DIN 53387 Mark 6 6

Fabric

Fibre density DIN 61100-2, longitudinal/transverse cm -1 8/6.5 8/6.5

Weight DIN 61100-2 g/m2 170 170

Fibre count DIN 53830-3 dtex 1100 1100

DLW delifol meets ASTM Standards.

www.delifol.com


